
T5 LongLast™ lysrør er fullfargelysrør med 16mm ytter- 
diameter (5/8"). Disse lysrørene har “Starcoat™ Technology” 
som har høykvalitets trippelfosfor ytelse. TUNGSRAM/GE 
produserer to serier T5 LongLast™ lysrør i 4 ulike lengder:

• HE (High Efficiency) tilbyr høyt lysutbytte
• HO (High Output) tilbyr store lumenpakker

HE (High Efficiency) lysrør
HE-serien til T5 LongLast™ har lysutbytte opp til 105 
lm/W. Kombinasjonen av ekstremt lang 
servicelevetid, er denne serien lysrør ideell for 
næringsbygg og varehandel i både direkte- og 
direkte/indirekte-lysende armaturer.

HO (High Output) lysrør
Den ekstremt høye illuminansen fra HO T5 
LongLast™-serien gjør disse lysrørene ideell for 
indirekte belysning. Lysrørene er beste valg for 
opplys-systemer eller direkte belysning i 
høytaksområder, slik som i tak velv eller industri- 
bruksområder.

Bruksområder
• Varehandel
• Kontor
• Skole
• Næringsbygg
• Industri
• Sportshaller

Egenskaper
• Høyt lysutbytte – opp til 105 lumen per watt – for 

varige kostnadsbesparelser
• Høys lysytelse – opp til 7.000 lumen – for økt system 

lysutbytte og redusert antall armaturer som trengs
• Meget lang og pålitelig produktlevetid – opp til 

36.000 timer
• Høy fargekvalitet – CRI 85Ra
• Lavt kvikksølvinnhold – 2,5mg
• Redusert miljøavtrykk (mindre avfall) enn T8 lysrør
• Mer kompakt, fysisk dimensjon for økt kontroll av 

lysfordeling og mindre, mer estetiske armaturer
• Topp lysytelse mellom 34-38°C
• Designet kun for HF-drift – høyere lyskildeffektivitet 

og mindre ballast-tap enn konvensjonelle EM-ballaster

Samsvar
TUNGSRAM/GE T5 LongLast™ lysrør samsvarer med 
IEC/EN 60061, IEC/EN 60081 og IEC/EN 61195 og 
IEC/EN 62471

T5 LongLast™
T5 lysrør
T5 LongLast™ HE (High Efficiency) 14W, 21W, 28W, 35W 
T5 LongLast™ HO (High Output) 24W, 39W, 49W, 54W, 80W
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14W 21W 28W 35W

Generelle
Nominell effekt [W] 14 21 28 35
Vektet Energiforbruk (kWt/1000t)  15 23 31 38
Sokkel G5 G5 G5 G5
Drift HF-drift HF-drift HF-drift HF-drift
Katode forvarming forvarming forvarming forvarming
Designtemperatur [°C] 35 35 35 35
Anbefalt brennstilling horisontal horisontal horisontal horisontal
Energieffektivitetsklasse A+ A+ A+ A+
Gjennomsnitt kvikksølvinnhold [mg] 2,5 2,5 2,5 2,5

Bestillingsnr (i hylse i kartong á 30) 
827 – CCT 2700K – Gylden varmhvit    61086 61089 61095 61099
830 – CCT 3000K – Varmhvit 61087 61092 61096 61100
835 – CCT 3500K – Hvit 61090 – – 61101
840 – CCT 4000K – Nøytralhvit 61091 61093 61102 61103
865 – CCT 6500K – Kjølig dagslys 61088 61094 61098 61104
Bestillingsnr  (40-stk bulk/industripakning) 
830 – CCT 3000K – Varmhvit 61066 – 61069 –
840 – CCT 4000K – Nøytralhvit 61067 61068 61070 61071

Elektrisk og fotometrikarakteristikk ved 25°C 
Testet effekt [W] 14,0 20,6 27,9 35,5
Testet lyskildespenning [V] 86 126 166 205
Testet lyskildestrøm [A] 0,165 0,165 0,170 0,175
Driftsfrekvens [kHz] > 20 > 20 > 20 > 20
Testet lysytelse [lm] 1230 1910 2640 3320
Nominell lysytelse [lm] 1230 1910 2640 3320
Testet lysytelse for 865 [lm] 1140 1770 2450 3090
Nominell lysytelse for 865 [lm] 1140 1770 2450 3090
Testet lysutbytte [lm/W] 88 93 95 94
Testet lysutbytte for 865 [lm/W] 81 86 88 87
Fargegjengivelsesindeks  [Ra] 85 85 85 85

Optisk strålesikkerhetsklasse Unntatt Unntatt Unntatt Unntatt

Elektrisk og fotometrikarakteristikk ved 35°C 
Testet effekt [W] 13,7 20,7 27,8 34,7
Testet lyskildespenning [V] 82 123 167 209
Testet lyskildestrøm [A] 0,170 0,170 0,170 0,170
Testet lysytelse  [lm] 1350 2100 2900 3650
Nominell lysytelse [lm] 1350 2100 2900 3650
Testet lysytelse for 865 [lm] 1250 1950 2700 3400
Nominell lysytelse for 865 [lm] 1250 1950 2700 3400
Testet lysutbytte [lm/W] 99 101 104 105
Testet lysutbytte  for 865 [lm/W] 91 94 97 98

Levetid
Gjennomsnitt levetid – forvarming, 3-timers syklus [t] 30.000 30.000 30.000 30.000
Gjennomsnitt levetid – forvarming, 12-timers syklus [t] 36.000 36.000 36.000 36.000
Driftsmodus for levetid og lystilbakegangsdata HF forvarming, 3t-syklus HF forvarming, 3t-syklus HF forvarming, 3t-syklus HF forvarming, 3t-syklus
Andel overlevende lysrør

Andel overlevende 2.000 timer 99% 99% 99% 99%
Andel overlevende 4.000 timer 99% 99% 99% 99%
Andel overlevende 6.000 timer 99% 99% 99% 99%
Andel overlevende 8.000 timer 99% 99% 99% 99%
Andel overlevende 12.000 timer 98% 98% 98% 98%
Andel overlevende 16.000 timer 96% 96% 96% 96%
Andel overlevende 20.000 timer 90% 90% 90% 90%

Opprettholdt lysytelse
Opprettholdt lysytelse 2.000 timer 96% 96% 96% 96%
Opprettholdt lysytelse 4.000 timer 95% 95% 95% 95%
Opprettholdt lysytelse 6.000 timer 94% 94% 94% 94%
Opprettholdt lysytelse 8.000 timer 93% 93% 93% 93%
Opprettholdt lysytelse 12.000 timer 91% 91% 91% 91%
Opprettholdt lysytelse 16.000 timer 90% 90% 90% 90%
Opprettholdt lysytelse 20.000 timer 89% 89% 89% 89%

Anbefalt servicelevetid – forvarming, 3-timers syklus [t] 20.000 20.000 20.000 20.000
Anbefalt servicelevetid – forvarming, 12-timers syklus [t] 23.000 23.000 23.000 23.000

Basic data – T5 LongLast™ High Efficiency
Lysrørtype
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Lysrørtype 14W 21W 28W 35W

Testeforhold 
Frekvens [kHz] 20-26 20-26 20-26 20-26
Kalibrert strøm [A] 0,170 0,170 0,170 0,170
Spenning på HF-ballast [V] 167 246 329 413
Referanse motstand [Ω] 500 725 950 1200

Lysrøreffekt 24W 39W 49W 54W 80W

Generelle data
Nominell effekt [W] 24 39 49 54 80
Vektet energiforbruk  (kWt/1000t) 25 42 54 59 89
Sokkel G5 G5 G5 G5 G5
Drift HF-drift HF-drift HF-drift HF-drift HF-drift
Katode forvarmet forvarmet forvarmet forvarmet forvarmet
Designtemperatur [°C] 35 35 35 35 35
Anbefalt brennstilling horisontal horisontal horisontal horisontal horisontal
Energy Efficiency Class for 830, 835, 840 A+ A+ A+ A+ A
Energy Efficiency Class for 865 A - A+ A+ -
Average Mercury Content [mg] 2,5 2,5 2,5 2,5 2,5

Bestillingsdata (hylsepakning i kartong á 30 stk) 
830 – CCT 3000K – Varmhvit 61105 61108 61119 61110 78708
835 – CCT 3500K – Hvit 61106 – 61121 – –
840 – CCT 4000K – Nøytralhvit 61097 61109 61122 61111 78709
865 – CCT 6500K – Kjølig dagslys 61107 – 78707 61118 –
Bestillingsdata (40-stk bulk/industripakning) 
840 – CCT 4000K – Nøytralhvit 61081 61082 61084 61083 61085

Elektrisk og fotometrikarakteristikk ved 25°C 
Testet effekt [W] 22,5 38,0 49,2 54,1 79,8
Testet Lyskildespenning [V] 77 118 195 120 152
Testet Lyskildestrøm [A] 0,295 0,325 0,255 0,455 0,530
Driftsfrekvens [kHz] >  20 >  20 >  20 > 20 >  20
Testet lysytelse [lm] 1750 3200 4450 4460 6150
Nominell lysytelse [lm] 1750 3200 4450 4460 6150
Testet lysytelse for 865 [lm] 1600 2950 4100 4100 5850
Nominell lysytelse for 865 [lm] 1600 2950 4100 4100 5850
Testet lysutbytte [lm/W] 78 84 90 82 77
Testet lysutbytte  for 865 [lm/W] 71 78 83 76 73
Fargegjengivelsesindeks [Ra] 85 85 85 85 85
Optisk strålesikkerhetsklasse Unntatt Unntatt Unntatt Unntatt Unntatt

Elektrisk og fotometrikarakteristikk ved 25°C  
Testet effekt [W] 22,5 38,0 49,3 53,8 80,0
Testet Lyskildespenning [V] 75 112 191 118 145
Testet Lyskildestrøm [A] 0,300 0,340 0,260 0,460 0,555
Testet lysytelse [lm] 2000 3500 4900 5000 7000
Nominell lysytelse  [lm] 2000 3500 4900 5000 7000
Testet lysytelse for 865 [lm] 1900 3330 4650 4750 6650
Nominell lysytelse for 865 [lm] 1900 3330 4650 4750 6650
Testet lysutbytte [lm/W] 89 92 99 93 88
Testet lysutbytte for 865 [lm/W] 84 88 94 88 83
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Korte data – T5 LongLast™ HO (High Output



Lysrøreffekt 24W 39W 49W 54W 80W

Lifetime Performance
Testet gjennomsnitt levetid - forvarmning, 3-timerssyklus [t] 30.000 30.000 30.000 30.000 30.000
Gjennomsnitt levetid - forvarmning, 12-timerssyklus [t] 36.000 36.000 36.000 36.000 36.000

Driftsmodus for levetid og lystilbakegangsdata HF forvarming,
3t-syklus

HF forvarming,
3t-syklus

HF forvarming,
3t-syklus

HF forvarming,
3t-syklus

HF forvarming,
3t-syklus

Andel overlevende lysrør
Andel overlevende 2.000 timer 99% 99% 99% 99% 99%
Andel overlevende 4.000 timer 99% 99% 99% 99% 99%
Andel overlevende 6.000 timer 99% 99% 99% 99% 99%
Andel overlevende 8.000 timer 99% 99% 99% 99% 99%
Andel overlevende 12.000 timer 98% 98% 98% 98% 98%
Andel overlevende 16.000 timer 96% 96% 96% 96% 96%
Andel overlevende 20.000 timer 90% 90% 90% 90% 90%

Opprettholdt lysytelse
Opprettholdt lysytelse 2.000 timer 96% 96% 96% 96% 96%
Opprettholdt lysytelse 4.000 timer 95% 95% 95% 95% 95%
Opprettholdt lysytelse 6.000 timer 94% 94% 94% 94% 94%
Opprettholdt lysytelse 8.000 timer 93% 93% 93% 93% 93%
Opprettholdt lysytelse 12.000 timer 91% 91% 91% 91% 91%
Opprettholdt lysytelse 16.000 timer 90% 90% 90% 90% 90%
Opprettholdt lysytelse 20.000 timer 89% 89% 89% 89% 89%

Anbefalt servicelevetid – forvarming, 3-timers syklus [t] 20.000 20.000 20.000 20.000 20.000
Anbefalt servicelevetid – forvarming, 12-timers syklus [t] 23.000 23.000 23.000 23.000 23.000

Testforhold
Frekvens [kHz] 20-26 20-26 20-26 20-26 20-26
Kalibrert strøm [A] 0,300 0,340 0,255 0,460 0,550
Spenning på HF-ballast [V] 150 224 390 235 290
Referanse motstand [Ω] 250 330 765 255 260

A

B

C

D

Sokkel-G5
IEC 60061 Datablad 7004-52-5

Dimensjoner målt på produserte lysrør
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Dimensjoner

F14, F24 F21, F39 F28, F54 F35, F49, F80

A Maks – Ende til ende [mm] 549 849 1149 1449

B Min – Pin til ende [mm] 553,7 853,7 1153,7 1453,7

B Maks – Pin til ende [mm] 556,1 856,1 1156,1 1456,1

C Maks – Pin til pin [mm] 563,2 863,2 1163,2 1463,2

D Maks – Ytterdiameter [mm] 17 17 17 17

Påvirkning av omgivelsestemperatur på lysytelse
T5 LongLast™ lysrør er designet for å nå maksimal lysytelse ved en omgivelsestemperatur på 34-38°C, typisk 35°C ved 
referanse-test. Lysytelse og elektriske karakteristikker på en lav-trykk kvikksølvdamp-lyskilde bestemmes av metningen på 
kvikksølvdamptrykket inne i lysrøret. Ettersom 'cold spot' (kaldsone) er nær metallsokkel, er sokkeltemperatur en god 
indikasjon på hvor nær Hg-damptrykk er nær det optimale. En sokkel-temperatur på omtrent 42-46°C korresponderer med 
driftsforhold som resulterer i maksimal lysytelse i et stabilisert T5 lysrør. Kvikksølvdamptrykket er relatert til temperaturen 
på såkalt 'cold spot', det kjøligste området av lysrøret hvor overflødig flytende kvikksølv samler seg. Cold spot er bak 
elektroden på monogram-side på et T5 lysrør. Diagram nedenfor viser typisk relativ lysytelse på et langt T5 lysrør som en 
funksjon av omgivelsestemperatur i horisontal brennstilling under referanseforhold. Vennligst merk, brennstilling, luftstrøm, 
strålende varmekilder, karakteristikk på forkobling, etc. også påvirker de termiske driftsforhold.
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Lamp life and lumen maintenance
Cathodes of a fluorescent lamp lose their electron-emissivity during life due to various degradation processes like evaporation 
and sputtering. When the deterioration reaches a certain level, the cathode fails. Typical lifetime characteristics given below 
are based on GE Lighting’s data. The declared lamp life is the median life defined by the time when 50% of the lamps from 
a large sample batch would have failed. Real lifetime figures may depend on the actual application. For instance improper 
cathode preheat, too high operating current, or too low operating current without additional cathode heating might reduce the 
expected life. The lumen maintenance graph below shows the luminous output throughout life. The main causes of the light 
depreciation are deterioration of phosphor coating and lamp blackening due to the deposition of evaporated emission mixture 
on the glass tube. These effects are unavoidable. Service life is reached when the light level in an installation drops down to 
80% of the initial value. The service life curve is drawn as the product of the survival and the lumen maintenance curves.
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Testforhold:

• thermal chamber with ± 2°C accuracy
• draught-free air
• constant lamp current
• horizontal burning position

Ambient Air Temperature [°C] Relative Luminous Flux [%]

-10 9
-5 14
0 22
5 32
10 45
15 60
20 76
25 91
30 98
35 100
40 97
45 92
50 86
55 81
60 76

Recommendations for measuring T5 LongLast™ lamps
For initial readings, the lamps shall be aged for 100 hours. Before measurement, conditioning is also required. Conditioning is 
completed when the excess mercury has been collected at the cold spot. Such conditioning may take up to 20 hours which 
can be part of the 100 hour aging. Avoid touching the hot glass surface, rotating or shaking the lamp. During handling and 
transportation keep the cold chamber (monogrammed side) at the lowest point. If the lamps are switched off for more than 
12 hours, they shall be burnt for at least 4 additional hours with cold chamber down. Place the lamp into the test system in 
horizontal position.

Before measuring the luminous flux, the lamp shall be continuously burnt for one hour. Stability shall be checked by monitoring the 
luminous flux. The measured luminous flux can be considered stable if the relative change is less than 0.5% over a 5 minute period.
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Dimming
Dimming is done by the control of  the discharge current. In dimming mode, the optimum cathode temperature shall be 
maintained by additional cathode heating current. All GE T5 lamps are given a seasoning burn-in at the end of the
assembly line. This is sufficient cathode preparation for dimming, no additional burn-in at full power is required before using
the lamp for the first time.

Please note that after transportation and installation, the mercury is scattered in the tube. For stabilized operation, the excess 
mercury should be migrated to the cold spot. This may take up to 20 hours of full-power operation. The stabilization time 
becomes even longer if the lamps are dimmed. 

Emergency operation
In emergency operation, lamps are typically underdriven running at low power. To save battery life, emergency inverters may 
not apply additional cathode heating which would be necessary to maintain the proper cathode temperature. 

Such unfavourable conditions result in accelerated blackening and shorter life over a longer period in emergency mode. 
In a typical application, the emergency lighting system is tested for a short period on a regular basis. The cummulative impact 
on lamp life can generally be considered low.
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Colour specification according to CIE 1931

GE Lighting is constantly developing and improving its products. For this reason, all product descriptions in this brochure are intended as a 
general guide, and we may change specifications from time to time in the interest of product development, without prior notification or public 
announcement. All descriptions in this publication present only general particulars of the goods to which they refer and shall not form part 
of any  contract. Data in this guide has been obtained in controlled experimental conditions. However, GE Lighting cannot accept any liability 
arising from the reliance on such data to the extent permitted.                                                  T5 LongLast™ Data Sheet – August 2013

www.gelighting.com/eu
and General Electric are both registered trademarks
of the General Electric Company

CCT [K]
X Y CRI

[Ra]Nominal Rated

2700 2720 0.463 0.420 85
3000 2940 0.440 0.403 85
3500 3450 0.409 0.394 85
4000 4040 0.380 0.380 85
6500 6400 0.313 0.337 85


